
Note:  The percentage of overall 
traffic comprised by coal trucks 
decreases annually because coal 
is a non-renewable resource. 

Note:  Truck % increases annually 
while Car % decreases.  According 
to count data, truck volumes are 
growing faster than car volumes. 

According to research, truck traffic is increasing 
at a rate 2-3 times as fast as passenger cars. 

One coal truck has the same approximate 
impact on a road as 2,500 passenger cars. 

Data Source: Six 
Year Plan & PNS 

Data Source: CTS 
Counts Database 

Data Source: Hourly 
Count Data 

Data Source:  
ATR Data 

Data Source: Coal 
Haul Report 

Data Source: Classification 
Counts & ATR Data 

Data Source: Turn  
Movement Counts 

Data Source: Turn Movement or Special 
15 Minute Count Data 

ESAL forecasts are primarily used to determine pavement 
thickness for road construction and rehabilitation projects. 

Data Source: ATR Stations 
With Weigh in Motion 
Data 

Note: The physical size 
of coal trucks is not 
expected to increase. 

Data Source: ATR Stations 
With Classification Data 

Data Source:  
HIS & EXOR 

Data Source: SPAC Corridor Studies 
& Traffic Forecasting Database 

Data Source: Portable Traffic 
Recorder Reports 


